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LS spun off from LG in 2003 as a group specializing in the Electrics, Electronics, Energy, and Material. 

LS consists of about 40 affiliates including LS Cable & System, LSIS, LS-Nikko Copper, LS Mtron, Gaon Cable, E1 and Yesco.

A leading player in the global cable industry, with over half a century of experience as a manufacturer, providing

consolidated expertise in the design and production of premium quality cabling technologies.
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Data Cabling Systems�-�Unshielded Data Cable

Descriptions

Item Unit PVC / LSZH

Operating Temperature

300/500Working Voltage V

-20 ~ 80 

Inductance mH/km 0.3

Capacitance (C/C) pF/m 79

˚C 

Insulation resistance GΩ · km >  2

Characteristic Impedance Ω 60

Technical�Details

Product Type Part Number Description

Unshiedled Data Cable LS-UDC-XX-YYY-AB Multipair Unshielded Data Cable

Part�Numbers

*XX�denotes�number of core:�01(1 core),�02(2 cores),�03(3 cores),�...

*YYY�denotes�conductor size:�: 075(0.75 mm2), 100(1.00 mm2), 150(1.50 mm2), 250(2.50 mm2), 14A(14 AWG), 16A(16 AWG), 18A(18 AWG), ... 
(other sizes are available upon request)

*A�denotes�insulation material�:�V(PVC),�X(XLPE),�Z(LSZH), E(PE), F(FEP)�...

*B�denotes�jacket material�:�V(PVC),�F(FR-PVC),�Z(LSZH),�...

• Internal wiring of electronic equipment, transmission measurement and control signals with minimum noise

• Industrial, Data, Interconnect

• Public Address, BMS, Fire Alarm systems

• Optimized for Analogue Audio System

•Multipair twisted cable
•Conductor: IEC 60228 (Class 2/Class 5) or ASTM (B 3/B 33)
•PVC/XLPE/LSZH insulation and PVC/Fr-PVC/LSZH Jacket (other options are available upon request)
•Packaged on Wooden Reel
•RoHS compliant

Applications

Unshielded Data Cable

Insulated�Conductor

Insulation

Jacket 

01

LS CABLE & SYSTEM - SAHAKO

DATA CABLE
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Shielded Data Cable

Descriptions

Item Unit PVC / LSZH

Operating Temperature

300/500Working Voltage V

-20 ~ 80 

Inductance mH/km 0.3

Capacitance (C/C) pF/m 79

˚C 

Insulation resistance GΩ · km >  2

Characteristic Impedance Ω 60

Technical�Details

Product Type Part Number Description

Shiedled Data Cable LS-SDC-XX-YYY-AB Multipair Shielded Data Cable

Part�Numbers

Data Cabling�Systems�-�Shielded Data Cable Data Cabling Systems�-�Double Shielded Data Cable

*XX�denotes�number of core:�01(1 core),�02(2 cores),�03(3 cores),�...

*YYY denotes�conductor size:�: 075(0.75 mm2), 100(1.00 mm2), 150(1.50 mm2), 250(2.50 mm2), 14A(14 AWG), 16A(16 AWG), 18A(18 AWG), ... 
(other sizes are available upon request)

*A�denotes�insulation material�:�V(PVC),�X(XLPE),�Z(LSZH), E(PE), F(FEP), ...

*B�denotes�jacket material�:�V(PVC),�F(FR-PVC),�Z(LSZH),�...

• Internal wiring of electronic equipment, transmission measurement and control signals with minimum noise

• Industrial, Data, Interconnect

• BMS, Fire Alarm systems

• Optimized for Public Address systems

•Multipair twisted cable with Aluminum Mylar Tape shield and drain wire
•Conductor: IEC 60228 (Class 2/Class 5) or ASTM (B 3/B 33)
•PVC/XLPE/LSZH insulation and PVC/Fr-PVC/LSZH Jacket (other options are available upon request)
•Packaged on Wooden Reel
•RoHS compliant

Applications

Descriptions

Item Unit PVC / LSZH

Operating Temperature

300/500Working Voltage V

-20 ~ 80 

Inductance mH/km 0.3

Capacitance (C/C) pF/m 79

˚C 

Insulation resistance GΩ · km >  2

Characteristic Impedance Ω 60

Technical�Details

Product Type Part Number Description

Double Shiedled Data Cable LS-SBDC-XX-YYY-AB Multipair Double Shielded Data Cable

Part�Numbers

*XX�denotes�number of core:�01(1 core),�02(2 cores),�03(3 cores),�...

*YYY�denotes�conductor size:�: 075(0.75 mm2), 100(1.00 mm2), 150(1.50 mm2), 250(2.50 mm2), 14A(14 AWG), 16A(16 AWG), 18A(18 AWG), ... (other 
sizes are available upon request)

*A�denotes�insulation material�:�V(PVC),�X(XLPE),�Z(LSZH), E(PE), F(FEP)�...

*B�denotes�jacket material�:�V(PVC),�F(FR-PVC),�Z(LSZH),�...

• Internal wiring of electronic equipment, transmission measurement and control signals with minimum noise

• Industrial, Data, Interconnect

• Public Address, Fire Alarm systems

• Optimized for BMS systems

•�Multipair twisted cable with Braid Copper shield, Aluminum Mylar Tape shield and drain wire
•�Conductor: IEC 60228 (Class 2/Class 5) or ASTM (B 3/B 33)
•�PVC/XLPE/LSZH insulation and PVC/Fr-PVC/LSZH Jacket (other options are available upon request)
•�Packaged on Wooden Reel
•�RoHS compliant

Applications

Double Shielded Data Cable

Insulated�Conductor

Insulation

Jacket

uInsulated�Conductor

uInsulation

uDrain wire 

uJacket 

uAluminum Tape 

Drain wire 

Aluminum Tape 

Braid Copper shield 
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Shielded Data Cable

Descriptions

Item Unit PVC / LSZH

Operating Temperature

300/500Working Voltage V

-20 ~ 80 

Inductance mH/km 0.3

Capacitance (C/C) pF/m 79

˚C 

Insulation resistance GΩ · km >  2

Characteristic Impedance Ω 60

Technical�Details

Product Type Part Number Description

Shiedled Data Cable LS-SDC-XX-YYY-AB Multipair Shielded Data Cable

Part�Numbers

Data Cabling�Systems�-�Shielded Data Cable Data Cabling Systems�-�Double Shielded Data Cable

*XX�denotes�number of core:�01(1 core),�02(2 cores),�03(3 cores),�...

*YYY denotes�conductor size:�: 075(0.75 mm2), 100(1.00 mm2), 150(1.50 mm2), 250(2.50 mm2), 14A(14 AWG), 16A(16 AWG), 18A(18 AWG), ... 
(other sizes are available upon request)

*A�denotes�insulation material�:�V(PVC),�X(XLPE),�Z(LSZH), E(PE), F(FEP), ...

*B�denotes�jacket material�:�V(PVC),�F(FR-PVC),�Z(LSZH),�...

• Internal wiring of electronic equipment, transmission measurement and control signals with minimum noise

• Industrial, Data, Interconnect

• BMS, Fire Alarm systems

• Optimized for Public Address systems

•Multipair twisted cable with Aluminum Mylar Tape shield and drain wire
•Conductor: IEC 60228 (Class 2/Class 5) or ASTM (B 3/B 33)
•PVC/XLPE/LSZH insulation and PVC/Fr-PVC/LSZH Jacket (other options are available upon request)
•Packaged on Wooden Reel
•RoHS compliant

Applications

Descriptions

Item Unit PVC / LSZH

Operating Temperature

300/500Working Voltage V

-20 ~ 80 

Inductance mH/km 0.3

Capacitance (C/C) pF/m 79

˚C 

Insulation resistance GΩ · km >  2

Characteristic Impedance Ω 60

Technical�Details

Product Type Part Number Description

Double Shiedled Data Cable LS-SBDC-XX-YYY-AB Multipair Double Shielded Data Cable

Part�Numbers

*XX�denotes�number of core:�01(1 core),�02(2 cores),�03(3 cores),�...

*YYY�denotes�conductor size:�: 075(0.75 mm2), 100(1.00 mm2), 150(1.50 mm2), 250(2.50 mm2), 14A(14 AWG), 16A(16 AWG), 18A(18 AWG), ... (other 
sizes are available upon request)

*A�denotes�insulation material�:�V(PVC),�X(XLPE),�Z(LSZH), E(PE), F(FEP)�...

*B�denotes�jacket material�:�V(PVC),�F(FR-PVC),�Z(LSZH),�...

• Internal wiring of electronic equipment, transmission measurement and control signals with minimum noise

• Industrial, Data, Interconnect

• Public Address, Fire Alarm systems

• Optimized for BMS systems

•�Multipair twisted cable with Braid Copper shield, Aluminum Mylar Tape shield and drain wire
•�Conductor: IEC 60228 (Class 2/Class 5) or ASTM (B 3/B 33)
•�PVC/XLPE/LSZH insulation and PVC/Fr-PVC/LSZH Jacket (other options are available upon request)
•�Packaged on Wooden Reel
•�RoHS compliant

Applications

Double Shielded Data Cable

uInsulated�Conductor

uInsulation

uJacket

Insulated�Conductor

Insulation

Drain wire 

Jacket 

Aluminum Tape 

uDrain wire 

uAluminum Tape 

Braid Copper shield 
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Unshielded Flame Retardant 
Data Cable

Descriptions

Item Unit PVC / LSZH

Operating Temperature

600/1000Working Voltage V

-20 ~ 80 

Inductance mH/km 0.3

Capacitance (C/C) pF/m 79

˚C 

Insulation resistance GΩ · km >  2

Characteristic Impedance Ω 60

Technical�Details

Product Type Part Number Description

Unshiedled Flame Retardant LS-UFRT-XX-YYY-AB Multipair Unshielded Flame Retardant Data Cable

Part�Numbers

Data Cabling�Systems�-�Unshielded Flame Retardant Data Cable Data Cabling�Systems�-�Shielded Flame Retardant Data Cable

*XX�denotes�number of core:�01(1 core),�02(2 cores),�03(3 cores),�...

*YYY�denotes�conductor size:�: 075(0.75 mm2), 100(1.00 mm2), 150(1.50 mm2), 250(2.50 mm2), 14A(14 AWG), 16A(16 AWG), 18A(18 AWG), ... 
(other sizes are available upon request)

*A�denotes�insulation material�:�V(PVC),�X(XLPE),�Z(LSZH), E(PE), F(FEP), ...

*B�denotes�jacket material�:�V(PVC),�F(FR-PVC),�Z(LSZH),�...

•  Internal wiring of electronic equipment, transmission measurement and control signals with minimum noise

•  Industrial, Data, Interconnect

•  Public Address, BMS systems

•  Optimized for Fire Alarm systems

•�Multipair twisted cable 
•�Conductor: IEC 60228 (Class 2/Class 5) or ASTM (B 3/B 33)
•�PVC/XLPE/LSZH insulation and Fr-PVC/LSZH Jacket (other options are available upon request)
•�Packaged on Wooden Reel
•�RoHS compliant
•�Compliant to IEC 60332-1

Applications

Descriptions

Item Unit PVC / LSZH

Operating Temperature

600/1000Working Voltage V

-20 ~ 80 

Inductance mH/km 0.3

Capacitance (C/C) pF/m 79

˚C 

Insulation resistance GΩ · km >  2

Characteristic Impedance Ω 60

Technical�Details

Product Type Part Number Description

Shiedled Flame Retardant LS-SFRT-XX-YYY-AB Multipair Shielded Flame Retardant Data Cable

Part�Numbers

*XX�denotes�number of core:�01(1 core),�02(2 cores),�03(3 cores),�...

*YYY�denotes�conductor size:�: 075(0.75 mm2), 100(1.00 mm2), 150(1.50 mm2), 250(2.50 mm2), 14A(14 AWG), 16A(16 AWG), 18A(18 AWG), ... 
(other sizes are available upon request)

*A�denotes�insulation material�:�V(PVC),�X(XLPE),�Z(LSZH), E(PE), F(FEP)�...

*B�denotes�jacket material�:�V(PVC),�F(FR-PVC),�Z(LSZH),�...

•  Internal wiring of electronic equipment, transmission measurement and control signals with minimum noise

•  Industrial, Data, Interconnect

•  Public Address, BMS systems

•  Optimized for Fire Alarm systems

•�Multipair twisted cable with Aluminum Mylar Tape shield and drain wire
•�Conductor: IEC 60228 (Class 2/Class 5) or ASTM (B 3/B 33)
•�PVC/XLPE/LSZH insulation and Fr-PVC/LSZH Jacket (other options are available upon request)
•�Packaged on Wooden Reel
•�RoHS compliant
•�Compliant to IEC 60332-1

Applications

Shielded Flame Retardant 
Data Cable

Insulated�Conductor

Insulation

Jacket

uInsulated�Conductor

uInsulation

uDrain wire 

uJacket 

uAluminum Tape
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Unshielded Flame Retardant 
Data Cable

Descriptions

Item Unit PVC / LSZH

Operating Temperature

600/1000Working Voltage V

-20 ~ 80 

Inductance mH/km 0.3

Capacitance (C/C) pF/m 79

˚C 

Insulation resistance GΩ · km >  2

Characteristic Impedance Ω 60

Technical�Details

Product Type Part Number Description

Unshiedled Flame Retardant LS-UFRT-XX-YYY-AB Multipair Unshielded Flame Retardant Data Cable

Part�Numbers

Data Cabling�Systems�-�Unshielded Flame Retardant Data Cable Data Cabling�Systems�-�Shielded Flame Retardant Data Cable

*XX�denotes�number of core:�01(1 core),�02(2 cores),�03(3 cores),�...

*YYY�denotes�conductor size:�: 075(0.75 mm2), 100(1.00 mm2), 150(1.50 mm2), 250(2.50 mm2), 14A(14 AWG), 16A(16 AWG), 18A(18 AWG), ... 
(other sizes are available upon request)

*A�denotes�insulation material�:�V(PVC),�X(XLPE),�Z(LSZH), E(PE), F(FEP), ...

*B�denotes�jacket material�:�V(PVC),�F(FR-PVC),�Z(LSZH),�...

•  Internal wiring of electronic equipment, transmission measurement and control signals with minimum noise

•  Industrial, Data, Interconnect

•  Public Address, BMS systems

•  Optimized for Fire Alarm systems

•�Multipair twisted cable 
•�Conductor: IEC 60228 (Class 2/Class 5) or ASTM (B 3/B 33)
•�PVC/XLPE/LSZH insulation and Fr-PVC/LSZH Jacket (other options are available upon request)
•�Packaged on Wooden Reel
•�RoHS compliant
•�Compliant to IEC 60332-1

Applications

Descriptions

Item Unit PVC / LSZH

Operating Temperature

600/1000Working Voltage V

-20 ~ 80 

Inductance mH/km 0.3

Capacitance (C/C) pF/m 79

˚C 

Insulation resistance GΩ · km >  2

Characteristic Impedance Ω 60

Technical�Details

Product Type Part Number Description

Shiedled Flame Retardant LS-SFRT-XX-YYY-AB Multipair Shielded Flame Retardant Data Cable

Part�Numbers

*XX�denotes�number of core:�01(1 core),�02(2 cores),�03(3 cores),�...

*YYY�denotes�conductor size:�: 075(0.75 mm2), 100(1.00 mm2), 150(1.50 mm2), 250(2.50 mm2), 14A(14 AWG), 16A(16 AWG), 18A(18 AWG), ... 
(other sizes are available upon request)

*A�denotes�insulation material�:�V(PVC),�X(XLPE),�Z(LSZH), E(PE), F(FEP)�...

*B�denotes�jacket material�:�V(PVC),�F(FR-PVC),�Z(LSZH),�...

•  Internal wiring of electronic equipment, transmission measurement and control signals with minimum noise

•  Industrial, Data, Interconnect

•  Public Address, BMS systems

•  Optimized for Fire Alarm systems

•�Multipair twisted cable with Aluminum Mylar Tape shield and drain wire
•�Conductor: IEC 60228 (Class 2/Class 5) or ASTM (B 3/B 33)
•�PVC/XLPE/LSZH insulation and Fr-PVC/LSZH Jacket (other options are available upon request)
•�Packaged on Wooden Reel
•�RoHS compliant
•�Compliant to IEC 60332-1

Applications

Shielded Flame Retardant 
Data Cable

uInsulated�Conductor

uInsulation

uJacket

Insulated�Conductor

Insulation

Drain wire 

Jacket 

Aluminum Tape 
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Unshielded Fire Resistant Data Cable

Descriptions

Item Unit PVC / LSZH

Operating Temperature

600/1000Working Voltage V

-20 ~ 80 

Inductance mH/km 0.3

Capacitance (C/C) pF/m 79

˚C 

Insulation resistance GΩ · km > 2

Characteristic Impedance Ω 60

Technical�Details

Product Type Part Number Description

Unshiedled Fire Resistant LS-UFRS-XX-YYY-AB Multipair Unshielded Fire Resistant Data Cable

Part�Numbers

Data Cabling Systems -�Unshielded Fire Resistant Data Cable Data Cabling�Systems�-�Shielded Fire Resistant Data Cable

*XX�denotes�number of core:�01(1 core),�02(2 cores),�03(3 cores),�...

*YYY�denotes�conductor size:�: 075(0.75 mm2), 100(1.00 mm2), 150(1.50 mm2), 250(2.50 mm2), 14A(14 AWG), 16A(16 AWG), 18A(18 AWG), ... 
(other sizes are available upon request)

*A�denotes�insulation material�:�V(PVC),�X(XLPE),�Z(LSZH), E(PE), F(FEP),...

*B�denotes�jacket material�:�V(PVC),�F(FR-PVC),�Z(LSZH),�...

•  Internal wiring of electronic equipment, transmission measurement and control signals with minimum noise

•  Industrial, Data, Interconnect

•  Public Address, BMS systems

•  Optimized for Fire Alarm systems

•�Multipair twisted cable with Mica Tape
•�Conductor: IEC 60228 (Class 2/Class 5) or ASTM (B 3/B 33)
•�PVC/XLPE/LSZH insulation and Fr-PVC/LSZH Jacket (other options are available upon request)
•�Packaged on Wooden Reel
•�RoHS compliant
•�Compliant to IEC 60331 and BS 6387 CWZ

Applications

Descriptions

Item Unit PVC / LSZH

Operating Temperature

600/1000Working Voltage V

-20 ~ 80 

Inductance mH/km 0.3

Capacitance (C/C) pF/m 79

˚C 

Insulation resistance GΩ · km > 2

Characteristic Impedance Ω 60

Technical�Details

uInsulated�Conductor

Product Type Part Number Description

Shiedled Fire Resistant LS-SFRS-XX-YYY-AB Multipair Shielded Fire Resistant Data Cable

Part�Numbers

*XX�denotes�number of core:�01(1 core),�02(2 cores),�03(3 cores),�...

*YYY�denotes�conductor size:�: 075(0.75 mm2), 100(1.00 mm2), 150(1.50 mm2), 250(2.50 mm2), 14A(14 AWG), 16A(16 AWG), 18A(18 AWG), ... 
(other sizes are available upon request)

*A�denotes�insulation material�:�V(PVC),�X(XLPE),�Z(LSZH), E(PE), F(FEP),�...

*B�denotes�jacket material�:�V(PVC),�F(FR-PVC),�Z(LSZH),�...

•  Internal wiring of electronic equipment, transmission measurement and control signals with minimum noise

•  Industrial, Data, Interconnect

•  Public Address, BMS systems

•  Optimized for Fire Alarm systems

•�Multipair twisted cable with Mica Tape, Aluminum Mylar Tape shield and drain wire
•�Conductor: IEC 60228 (Class 2/Class 5) or ASTM (B 3/B 33)
•�PVC/XLPE/LSZH insulation and Fr-PVC/LSZH Jacket (other options are available upon request)
•�Packaged on Wooden Reel
•�RoHS compliant
•�Compliant to IEC 60331 and BS 6387 CWZ

Applications

Shielded Fire Resistant Data Cable

Insulated�Conductor

Insulation

Jacket

uInsulation

uMica Tape 

uDrain wire 

uJacket 

uAluminum Tape 

Mica Tape
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Unshielded Fire Resistant Data Cable

Descriptions

Item Unit PVC / LSZH

Operating Temperature

600/1000Working Voltage V

-20 ~ 80 

Inductance mH/km 0.3

Capacitance (C/C) pF/m 79

˚C 

Insulation resistance GΩ · km > 2

Characteristic Impedance Ω 60

Technical�Details

Product Type Part Number Description

Unshiedled Fire Resistant LS-UFRS-XX-YYY-AB Multipair Unshielded Fire Resistant Data Cable

Part�Numbers

Data Cabling Systems -�Unshielded Fire Resistant Data Cable Data Cabling�Systems�-�Shielded Fire Resistant Data Cable

*XX�denotes�number of core:�01(1 core),�02(2 cores),�03(3 cores),�...

*YYY�denotes�conductor size:�: 075(0.75 mm2), 100(1.00 mm2), 150(1.50 mm2), 250(2.50 mm2), 14A(14 AWG), 16A(16 AWG), 18A(18 AWG), ... 
(other sizes are available upon request)

*A�denotes�insulation material�:�V(PVC),�X(XLPE),�Z(LSZH), E(PE), F(FEP),...

*B�denotes�jacket material�:�V(PVC),�F(FR-PVC),�Z(LSZH),�...

•  Internal wiring of electronic equipment, transmission measurement and control signals with minimum noise

•  Industrial, Data, Interconnect

•  Public Address, BMS systems

•  Optimized for Fire Alarm systems

•�Multipair twisted cable with Mica Tape
•�Conductor: IEC 60228 (Class 2/Class 5) or ASTM (B 3/B 33)
•�PVC/XLPE/LSZH insulation and Fr-PVC/LSZH Jacket (other options are available upon request)
•�Packaged on Wooden Reel
•�RoHS compliant
•�Compliant to IEC 60331 and BS 6387 CWZ

Applications

Descriptions

Item Unit PVC / LSZH

Operating Temperature

600/1000Working Voltage V

-20 ~ 80 

Inductance mH/km 0.3

Capacitance (C/C) pF/m 79

˚C 

Insulation resistance GΩ · km > 2

Characteristic Impedance Ω 60

Technical�Details

Insulated�Conductor

Product Type Part Number Description

Shiedled Fire Resistant LS-SFRS-XX-YYY-AB Multipair Shielded Fire Resistant Data Cable

Part�Numbers

*XX�denotes�number of core:�01(1 core),�02(2 cores),�03(3 cores),�...

*YYY�denotes�conductor size:�: 075(0.75 mm2), 100(1.00 mm2), 150(1.50 mm2), 250(2.50 mm2), 14A(14 AWG), 16A(16 AWG), 18A(18 AWG), ... 
(other sizes are available upon request)

*A�denotes�insulation material�:�V(PVC),�X(XLPE),�Z(LSZH), E(PE), F(FEP),�...

*B�denotes�jacket material�:�V(PVC),�F(FR-PVC),�Z(LSZH),�...

•  Internal wiring of electronic equipment, transmission measurement and control signals with minimum noise

•  Industrial, Data, Interconnect

•  Public Address, BMS systems

•  Optimized for Fire Alarm systems

•�Multipair twisted cable with Mica Tape, Aluminum Mylar Tape shield and drain wire
•�Conductor: IEC 60228 (Class 2/Class 5) or ASTM (B 3/B 33)
•�PVC/XLPE/LSZH insulation and Fr-PVC/LSZH Jacket (other options are available upon request)
•�Packaged on Wooden Reel
•�RoHS compliant
•�Compliant to IEC 60331 and BS 6387 CWZ

Applications

Shielded Fire Resistant Data Cable

uInsulated�Conductor

uInsulation

uJacket

Insulation

Mica Tape 

Drain wire 

Jacket 

Aluminum Tape 

uMica Tape
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Branch office

GLOBAL 
NETWORK

Australia

Japan
Korea

China

Indonesia

Vietnam

TaiwanMyanmar

Singapore

Bangladesh

IndiaUAE
Saudi
Arabia

UK

France

Poland

LSCJ TOKYO

TAIPEI
LSGM THILAWA

LSGMT YANGON

DHAKA

RIYADH

Egypt
LSMC

10TH OF RAMADAN CITY

LSAGI JAKARTA

LSAGS JAKARTA

SINGAPORE

LSCAU SYDNEY

DONGHAE PLANT

DUBAI

ABU DHABI

LSHQ YICHANG

LSCW WUXILS EV POLAND DZIERZONIOW

LSCP DZIERZONIOW

LSCU LONDON

LSCF PARIS

LSCI BAWAL LS-VINA HAIPHONG

LSCV HO CHI MINH

LS-VINA(Haiphong) LSCV(HO Chi Minh) LSCI(Bawal) LSCUS(Tarboro) LS EV Poland./LSCP
(Dzierzoniow)

VIETNAM INDIA USA POLAND

More than 60 Factories,

Sales and Production Sites

in 20 Countries.
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LS Simple
TM

 Warranty

The SimpleTM range of solutions is supported by a SimpleTM comprehensive warranty

• Unique 25 year application and product warranty.

• The warranty applied to the network and can be sold as an asset.

• The warranty is only offered by fully trained LS Integrators.

• The system is independently inspected by a third party.

                  Warranty Process

                  Warranty

Complete remedial work Do all of the channel links pass?NO

NO Is the application approved?

LSI completes Warranty

registration sending this

and a soft copy of test results to LSC.

End User needs to sign registration

LSI

LSC, LSI and End User store test data

and registration details

LS System sends End User certi�cate

(LS certi�cated Installer)

Provided with reference
number for warranty cover

End User appoints approved LSI

LS System speci�ed by End User

LSI completes installation

And test 100% of the links

4 Wks

LSI

YES

YES

Responsible

Timescale



Data Cabling System
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LS CABLE & SYSTEM - SAHAKO Data Cable

Nhon Trach 2 - Loc Khang Industrial Zone, Nhon Trach District, Dong Nai Province, Vietnam
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